	Item
	Parameter

	System
	Transmission Frequency
	ISM 2400~2483 MHz 4CH 

	
	Modulation Mode 
	FM

	
	Antenna Type
	50 ohm SMA

	
	Transmission Distance
	3200 Feet (1000 M) (without block)

	
	Store temperature
	-40°C~85°C / -40°F~185°F

	
	Operation temperature
	-10°C~50°C / 14°F~122°F

	
	Operation humidity
	85%

	Camera
	Imaging Sensor
	1/3″ Sony CCD 

	
	Total Pixels
	PAL:512 X 582 / NTSC: 512 X 492

	
	Horizontal Resolution
	420/600/700 TV lines

	
	Minimum Illumination
	1.0Lux/F2.0 & 0Lux (IR ON)

	
	Transmission Power
	> 10mW / CE; > 2mW/ FCC

	
	Power Supply
	DC 12V

	
	Consumption Current
	400mA & 700mA (IR ON)

	
	LED Continuous Working Life
	6000 hrs

	
	Night Vision Range
	80feet (25m)

	Receiver
	Receiving Sensitivity
	<-85 dBm

	
	Antenna
	50ohm SMA

	
	Power Supply
	DC 8V

	
	Consumption Current
	180mA

	
	Video Output
	1Vp-p@75 S/N>38dB

	
	Audio Output
	1Vp-p@600


PC-128W 2.4G wireless camera 3200 feet transmission distance

Min. 3200 feet (1000M) transmission distance without block 
Min 80 feet (25M) for night vision
4 channel-scan function for multi-camera working
Build in microphone for audio monitoring
Support both wired and wireless connection
Waterproof bullet camera    IP66
SONY 420/600/700 TV Lines
